Please amend the claims as follows: 
1-30. (Canceled) 

3 1 . (Original) In a structure for mounting an arc tube within the outer envelope 
of an HID lamp, the structure including an elongated frame supported at one end by a 
stem assembly, the improvement wherein there being no weld between the frame and the 
stem assembly. 

32. (Currently Amended) A structur e for mounting an arc tub e within th e out e r 
e nv e lop e of an HID lamp, said structure compri s ing: 

an e longat e d fam e ; and 

a st e m ass e mbly comprising: 

The structure of Claim 31 wherein said stem assembly comprises: 

i. a stem adapted to be supported by the base of the lamp, and 

ii. a stem clamp supported by said stem, said stem clamp comprising 
one or more frame retaining tabs, 

wherein said frame is supported at one end by engagement with one or more of 
said frame retaining tabs. 

33. (Original) The mounting structure of Claim 32 wherein said frame 
comprises a wire forming an end portion and two substantially parallel legs extending in 
substantially the same direction from said end portion. 

34. (Original) The mounting structure of Claim 32 wherein said stem clamp 
comprises a generally tubular member having two pair of frame retaining tabs, each pair 
of tabs being positioned opposite the other about the curved surface of said stem clamp, 
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each of said tabs forming an opening adapted to receive a portion of said frame 
therethrough, 

35. (Original) The mounting structure of Claim 34 wherein said frame 
comprises a wire forming an end portion and two substantially parallel legs extending in 
substantially the same direction from said end portion, a portion of one of said legs being 
received through the openings formed by one pair of said frame retaining tabs, a portion 
of the other of said legs being received through the openings formed by the other pair of 
said frame retaining tabs. 

36. (Original) The mounting apparatus of Claim 34 wherein each of said tabs 
forms an aperture. 

37. (Original) The mounting structure of Claim 32 wherein said frame 
comprises a wire forming and end portion and a leg extending from said end portion, said 
leg having a swaged portion adjacent the terminal end thereof 

38. (Original) The mounting structure of Claim 32 wherein said stem clamp 
comprises a generally tubular member having a pair of frame retaining tabs, each of said 
tabs forming an opening adapted to receive a portion of said frame therethrough. 

39. (Original) The mounting structure of Claim 38 wherein one of said tabs 
forms an aperture and the other of said tabs forms a slot. 

40. (Original) The mounting structure of Claim 39 wherein said frame 

comprises a wire forming an end portion and a leg extending from said end portion, said 

leg having a swaged portion adjacent the terminal end thereof, a portion of said leg being 

received through said aperture and said swaged portion being received in said slot. 
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41-70. (Canceled) 

71. (Withdrawn) A structure for mounting an arc tube within the outer 
envelope of an HID lamp, said structure comprising: 

a frame comprising a pair of substantially parallel elongated legs, each of said legs 

having a tab retaining portion adjacent the terminal end thereof; and 
a stem assembly comprising: 

i. a stem adapted to be supported by the base of the lamp, and 

ii. a heat shield supported by said stem, said heat shield comprising a 
pair of frame retaining tabs, 

wherein said frame is supported at one end by engagement of one of said tab 
retaining portions thereof with one of said frame retaining tabs and the other of said tab 
retaining portions thereof with the other of said frame retaining tabs. 

72. (Withdrawn) The mounting structure of Claim 71 wherein said heat shield 
comprises a generally planar shield portion and a pair of frame retaining tabs formed on 
opposite sides of said shield portion, each of said tabs overlying a portion of said shield 
portion forming a gap therebetween, one of said gaps retaining therein the tab retaining 
portion of one of said legs and the other of said gaps retaining therein the tab retaining 
portion of the other of said legs, each of said tabs forming a slot receiving therein a 
portion of said leg adjacent the tab retaining portion thereof. 

73-82. (Canceled) 

83. (Previously Presented) The mounting structure of Claim 31 wherein said a 
stem assembly comprises: 
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i. a stem adapted to be supported by the base of the lamp, and 

ii. a stem clamp supported by said stem, said stem clamp comprising 
one or more frame retaining tabs, 

wherein said frame is supported at one end by engagement with one or more of 
said frame retaining tabs. 

84. (Previously Presented) The mounting structure of Claim 3 1 wherein said 
frame comprises a pair of substantially parallel elongated legs, each of said legs having a 
tab retaining portion adjacent the terminal end thereof; and said stem assembly 
comprises: 

i. a stem adapted to be supported by the base of the lamp, and 

ii. a heat shield supported by said stem, said heat shield comprising a 
pair of frame retaining tabs, 

wherein said frame is supported at one end by engagement of one of said tab 
retaining portions thereof with one of said frame retaining tabs and the other of said tab 
retaining portions thereof with the other of said frame retaining tabs. 

85-86. (Canceled) 
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